MHP

Heavy-Duty Precleaner

Maximum Cleaning for the Harshest Applications

The MHP Heavy-Duty Precleaner battles the worst environments with the most abrasion-resistant urethane blade
Flexco offers. Features multiple material path options and extended pole lengths to ensure it fits the application
perfectly. The enormous blade provides an extended life so this heavy-duty cleaner can get the job done.

Faceted profile design results in Molded-in wear line on all High strength
continuous blade edge “renewal” for Flexco MegaShear™ blades aluminum extrusion
improved cleaning efficiency throughout

the life of the blade

Rugged 3-piece pole
provides additional strength

Material Path Options, belt

width minus 67, 127, 18” or 24", Simple blade replacement
guarantee proper cleaning and - no tools needed
blade life

Features and Benefits

o Versatile. Pole length is belt width plus 54" (1350 mm) to fit varying conveyor or chute Dual Tensioner

wall widths. Pole extenders are available for extended length requirements. Options include
« Works with Flexco and other mechanical splices. The spring tensioner quickly moves spring (PST) and
air/nitrogen (PAT)

the blade away from the belt when a splice passes. The polyurethane blade easily glides
over the splice without damage and with minimal cleaning disruption.

o Made for mining conveyors. Made from heavy-duty steel with corrosion-resistant
powder coating, the MHP is available for belt widths from 24" to 96" (600 to 2400 mm).
Special sizes are available upon request.

Complete cleaning system. When teamed with our MHS Secondary Cleaner, it makes

up a system that delivers maximum cleaning power. If extra water is present, the
MDWS DryWipe can be added.

(FLEXCO )




MHP
Heavy-Duty Precleaner
Specifications and Guidelines
e Maximum Belt Speed * Horizontal Clearance * Pole Length Pole Location Specs
1500 FPM (7.5 M/sec) Required Cleaner size + 54" (1350mm) —
* Temperature Rating 8" (200mm) ¢ Maximum Conveyor Span
-30°F to 180°F (-35°C to 82°C) ¢ Vertical Clearance Cleaner size + 42" (1050mm)
*  Minimum Pulley Diameter Required A
20" (500 mm) 19.5" (488mm) ] []
* Blade Height N
12.25" (306 mm) "" e o
* Usable Blade A = Pulley Diameter + Lagging and Belt
Wear Length ] L] || C = Critical Spec to move location if necessary
8" (200 mm) Verteal = «—— Max Conveyor Span —|
Urethane 90 durometer A X Y c
(proprietary blend for 20" 10" 14-3/8" | 17-1/2"
abrasion resistance Horizontal — 22" 11" 14-3/8" | 18-1/8"
and long wear) 24" 12 | 14-3/8" | 18-3/4"
¢ Available for Belt Widths 2" 13" 14-3/8" | 19-3/8"
24" t0 96" (600 to 2400mm) 28" 14" 14-3/8" | 20-1/8"
30" 15' | 14-3/8" | 20-3/4"
32" 16" 14-3/8" | 21-1/2"
Ordering Information Ordering Information 34 m 14-3/8" | 22-1/4
MHP Precleaner - Belt Width Minus 6" MHP Precleaner - Belt Width Minus 24" 36" 18" 14-3/8" 23"
BeltWidth | BladeWidth | Ordering | Item BeltWidth | BladeWidth | Ordering | Item 38" 19" 14-3/8" | 23-7/8"
in. mm in. mm | Number | Code in. [ mm | in. mm Number Code 40" 20" 14-3/8" | 24-5/8"
2% 600 18 450 MHP-624 | 77703 42 | 105 | 18 450 MHP-2442 | 78669 42" 21" 14-3/8" | 25-1/2"
30 750 2 600 MHP-630 | 77704 48 | 1200 | 24 600 MHP-2448 | 78670 0" 22" 14-3/8" | 26-1/4"
36 900 30 750 MHP-636 77705 54 1350 30 750 MHP-2454 78671 46" 23" 14-3/8" | 27-1/8"
42 | 1050 | 36 900 MHP-642 | 77706 60 | 1500 | 36 900 MHP-2460 | 78672 48" 20" 1238 | 28
48 | 1200 | 42 | 1050 | MHP-648 | 77707 72 | 1800 | 48 1200 | MHP-2472 | 78673 50 | 25178 | 1438 | 29"
o fiolw T fwees | | [0 [0 [0 [ [ wessr [ o] s Tioae [ o | w
72 | 1800 | 66 | 1650 | MHP-672 | 77710 Lead time: 1 working day 54: 21 2 14-3/ 8 31:
MHP Precleaner - Belt Width Minus 12" Also available with PAT tensioners 56" 28'5/3" 14-3/8" 32"
30 | 750 | 18 | 450 | MHP-1230 | 77713 58 | 2934 | 1498 | 88
36 900 2% 600 | MHP-1236 | 77714 BladeWidth | Ordering | Item 60 S0-7/8" | 14-3/8 34
42 1050 30 750 MHP-1242 | 77715 in. | mm | Number | Code 62 31-7/8" | 14-3/8 35
48 | 1200 | 36 | 900 | MHP-1248 | 77716 18 | 450 | MRB-18 | 77531 64' 33 | 14-3/8" | 36"
54 | 1350 | 42 | 1050 | MHP-1254 | 77717 24 | 600 | MRB-24 | 77532 66" | 34-1/8" | 14-3/8" | 37"
60 | 1500 | 48 | 1200 | MHP-1260 | 77718 30 750 | MRB-30 77533 68" | 35-1/8" | 14-3/8" | 38"
72 1800 60 1500 | MHP-1272 | 77719 36 900 | MRB-36 77534 70 36-1/4" | 14-3/8" 39"
84 2100 72 1800 | MHP-1284 | 77720 42 1050 | MRB-42 77535 72 37-3/8" | 14-3/8" 40"
MHP Precleaner - Belt Width Minus 18" 48 1200 MRB-48 77536 74" 38-3/8" | 14-3/8" 41
36 900 18 450 | MHP-1836 | 78591 54 | 1350 | MRB-54 77537 76" | 39-1/2' | 1438 | 42
42 | 1050 | 24 600 | MHP-1842 | 78592 60 | 1500 | MRB-60 77538 78" | 40-1/2" | 14-3/8" | 43"
48 | 1200 | 30 750 | MHP-1848 | 78593 66 | 1650 | MRB-66 77539 80" | 4158 | 1438 | 44"
54 | 1350 | 36 900 | MHP-1854 | 78594 72 | 1800 | MRB-72 77540 87 | 4258 | 1438 | 45
60 | 1500 | 42 | 1050 | MHP-1860 | 78595 78 | 1950 | MRB-78 77541 e | 4334 | 1438 | 45
72 | 1800 | 48 | 1200 | MHP-1872 | 78596 84 | 2100 | MRB-84 77542 Seos installation imstrastons for fal paley
84 | 2100 | 54 | 1350 | MHP-1884 | 78597 90 | 2250 | MRB-90 77543 diameter range.
Lead time: 1 working day Other blade sizes available upon request.

5'".Auth0rized Distributor:
2525 Wisconsin Avenue ® Downers Grove, IL 60515-4200 U.S.A. :

Tel: (630) 971-0150  Fax: (630) 971-1180 ¢ E-mail: info@flexco.com ¢ Web: www.flexco.com

Australia: 61-2-9680-3322 « China: 86-21-33528388 * England: 44-1274-600-942 * Germany: 49-7428-9406-0
India: 91-44-4354-2091  Mexico: 52 -55- 5674-5326 * Singapore: 65-6281-7278 » South Africa: 27-11-608-4180

©2012 Flexible Steel Lacing Company. 01/12. For Reorder: X2512 ( FlExca )




